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PRODUCT SPECIFICATIONS FREECOM HARD DRIVE SECURE:

CAPACITY: 500GB, 1TB, 1.5TB, 2TB

INTERFACES: USB 2.0

HARD DRIVE TYPE: 3.5” SATA, low noise, low power consumption
DATA TRANSFER SPEED: max. 480 Mbit/s (USB 2.0)

DATA SECURITY: controlled access via AES encrypted RFID (Radio Frquency
Identification) keycards (in credit card size)

POWER REQUIREMENTS: AC adapter 12V/2A
WEIGHT: 1400 gr./ 49 Ounce

DIMENSIONS: 15.5x 14.8x4.3cm /6.1 x5.8 x 1.7 inch
MTBF: 50000 P.O.H.

ENVIRONMENTAL SPECIFICATIONS:
Operating temperature: 10° C/ 35°C
Storage temperature: -20°C/ 70° C

MINIMUM SYSTEM REQUIREMENTS:

PC: Pentium Ill or AMD Duron 900MHz or higher, 256MB RAM, (Vista: 512MB), CD-ROM
drive, available USB 2.0 port, Windows XP / Vista

MAC: iMac, iBook, Mac G3/G4/G5 or PowerBook G3/G4 or higher, available USB 2.0 port
Mac OS X v. 10.4 or higher

HOW IT WORKS:
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HARD DRIVE LOCKED UNLOCK DRIVE WITH SECURITY KEYCARD HARD DRIVE UNLOCKED LOCK DRIVE WITH SECURITY KEYCARD

PACKAGE INCLUDES:

+ Freecom Hard Drive Secure
(FAT-32 pre formatted (Win/Mac))
- Power adapter (EU, UK)
» 2 security keycards (credit card size)
+ USB connection cable
- Manual & Software preloaded on the drive
+ Quick Install Guide

500GB 1TB 1.5TB 2TB
Art. No. EU/UK 31974 31975 32325 32225
EAN Code EU/UK 4021801319746 4021801319753 4021801323255 4021801322258
Colour Silver Silver Silver Silver
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